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Rated Voltage (V)
Power Input (W)
Core Cutting Capacity (mm)

1 220-240
11050
:12t0 35

Core Cutting Depth (mm) 150

Rated Speed (RPM) 1400
Weight (kg) 1105
Magnetic Adhesion (N) : 11000
Twist Dril(mm)! :10

Direct Arbour (mm) : 19 Weldon

Rated Voltage (V) 1 220-240
Power Input (W) : 1050
Core Cutting Capacity (mm) : 12 to 35
Core Cutting Depth (mm) 150

Rated Speed (RPM) 1400
Direct Arbour (mm) : 19 weldon
Weight (kg) 18
Magnetic Adhesion (N) : 11000

Rated Voltage (V) 1 220-240
Power Input (W) : 1050
Core Cutting Capacity (mm) : 12 to 38
Core Cutting Depth (mm)  : 50

Rated Speed (RPM) 1 400
Direct Arbour (mm) : 19 weldon
Weight (kg) 195
Magnetic Adhesion (N) : 11000

Rated Voltage (V) 1 220-240
Power Input (W) : 1050

Core Cutting Capacity (mm) 11210 38
Core Cutting Depth (mm) 150

Rated Speed (RPM) 1450
Weight (kg) :10.5
Magnetic Adhesion (N) : 11000
Direct Arbour (mm) : 19 Weldon

Rated Voltage (V) 1220 - 240
Power Input (W) 11200
Core Cutting Capacity (mm) :12to0 42
Core Cutting Depth (mm) 150

Rated Speed (RPM) : 250/450
Weight (Kg) 1175
Twist Drill Capacity (mm) 122
Magnetic Adhesion (N) : 12000
Sleeve (mm) : 19 Weldon

Rated Voltage (V) 1 220-240

Power Input (W) 11200

Core Cutting Capacity (mm) 112 to 50

Core Cutting Depth (mm) 150

Rated Speed (RPM) : 100-250/180-450
Weight (kg) :

Twist Drill Capacity (mm) 122

Tapping :M12

Magnetic Adhesion (N) : 12000

Direct Arbour (mm) : 19 Weldon

[
U
*Also Avlable in 110 V

*Also Avlable in 110 V

*Also Avlable in 110 V

*Also Avlable in 110 V

*Also Avlable in 110 V

*Also Avlable in 110 V

Rated Voltage (V)

Power Input (W)

Core Cutting Capacity (mm)
Core Cutting Depth (mm)
Rated Speed (rpm)

Twist Drill Capacity (mm)
Weight (Kg)

Magnetic Adhesion(N)

Direct Arbour (mm)

Rated Voltage (V)

Power Input (W)

Core Cutting Capacity (mm)
Core Cutting Depth (mm)
Twist Drill Capacity (mm)
Direct Arbor (mm)

Rated Speed (rpm)

Weight (Kg)

Magnetic Adhesion(N)

Rated Voltage (V)

Power Input (W)

Core Cutting Capacity (mm)
Core Cutting Depth (mm)
Rated Speed (rpm)

Weight (Kg)

Magnetic Adhesion(N)

Direct Arbour (mm)

Rated Voltage (V)

Power Input (W)

Max Core cutting capacity (mm)
Max Core cutting Depth (mm)
Rated Speed (rpm)

Weight (Kg)

Magnetic Adhesion(N)

Twist Drill (mm)

Rated Voltage (V) : 220-240

Power Input (W) 21800

Max Core cutting capacity (mm) 185

Max Core cutting Depth (mm) 75

Rated Speed (rpm) - 110/190/280
Weight (Kg) 129

Magnetic Adhesion(N) :22000

Twist Drill (mm) :19/32 Weldon

Rated Voltage (V)

Power Input (W)

Max Core cutting capacity (mm)
Max Core cutting Depth (mm)
Rated Speed (rpm)

Tapping Capacity

Electro Torque control
Thermal Overload Protection
Weight (Kg)

Magnetic Adhesion(N)

Twist Drill (mm)

1220 - 240

122

119 Weldon
: 450/250
121

112000

: 220-240

11200

212 to 50

150

: 450/250

122 ‘

125 I

: 12000 *Also Avlable in 110 V
: 19 Weldon

1 220-240
11200
:12to 50
: 50

: 450/250
2175
112000

: 19 Weldon

1 220-240

11700

185

175

: 385/245/175/110
126.5

:22000
: 19/32 Weldon

1 220-240

1800

100

100

. 60-140/200-470
:up to M24 mm

. Yes

: Yes

136

122000

:19/32 Weldon




Rated Voltage (V)
Power Input (W)
Core Cutting Capacity (mm)

I

1 220-240
12,500
1250

: Available
:11/4" UNC
1500

: 360 / 850
124

Rated Voltage (V) 1 220-240 Rated Voltage (V) : 220-240 1 220-240
Power Input (W) : 2300 Power Input (W) : 1800 - 1800
Cutting Capacity- : Core Cutting Capacity (mm) 1182
Core Drill Short 30mm - 1210130 mm Mechanical Safety Clutch : Available
Core Drill Long 55 mm 1120100 mm Spindle Connection :1/2* G Female + 1 1/4” UNC Male
Core Drill Extra Long 110mm :20t0120 mm Stroke (mm) 1490
Max Core cutting Depth (mm) 1110 Rated speed n (RPM) : 600/1300/2800
Rated Speed (rpm) :30to 85 min-1 Weight (Kg) 1152
150 to 135 min-1
130 to 390 min - 1
210 to 620 min-1
Tapping Capacity : up to M42 min
Electro Torque control : Yes p
Thermal Overload Protection :Yes
Twist drilling : Capacity (Max) 1 @45mm
Reaming (Max) 1 @50mm
Morse taper ‘MT4
Direct arbor : 32 mm Weldon Rated Voltage (V) : 220-240
Weight (Kg) 150 Power Input (W) : 2,500
Magnetic Adhesion(N) :25000 Core Cutting Capacity (mm) 1200
Mechanical Safety Clutch : Available
Spindle Connection 11 1/4" UNC
Stroke (mm) 1490
Rated Speed (rpm) 1450
Weight (Kg) 214
Rated Voltage (v) 1 220-240
Power Input (w) 11050
Rated Speed (rpm) 1400
Core Cutting Capacity (mm) 112t0 35
Direct Arbor (mm) : 19 Weldon
Weight (kg.) 12
Magnetic Adhesion(N) 112000
Rated Voltage (v) : 220-240 Mechanical Safety Clutch ‘
Power Input (w) :1050 Spindle Connection
Rated Speed (rpm) - 400 Stroke (mm)
Core Cutting Capacity (mm) 11210 35 Rated Speed (rpm)
Direct Arbor (mm) : 19 Weldon Weight (Kg)
Minimum Pipe Size (mm) 100
Maximum Pipe Size (mm) : 500

Maximum Thickness Of Pipe (mm) 13
Minimum Square Pipe Size (mm) 190
Weight (kg.) :13.45
Magnetic Adhesionm) 112000

Rated Voltage (V)

Power Input (W)

Core Cutting Capacity (mm)
ﬁg\fgxsgjﬁ&g") ?5&240 Mechanical Safety Clutch
Rated Speed (rpm) £ 11011901200 g{’r'c’)‘lfée(n‘iom")“e"""”

Core Cutting Capacity (mm) 1120 60
Minimum Pipe Size (mm) 1100 Rat?d Speed (rpm)
Maximum Pipe Size (mm) 1500 Weight (Kg)

Maximum Thickness Of Pipe (mm) 13
Minimum Square Pipe Size (mm) 190
Weight (kg.) 120
Magnetic Adhesion) 122000

Column length
Degree of inclination
Base Dimension (mm)
Drilling @ at 90 ° (mm)
Weight (Kg)

Rated Voltage (V)

Power Input (W)

Max Core cutting capacity (mm)
Max Core cutting capacity (mm)
Rated Speed (rpm)

Weight (Kg)

Magnetic Adhesion(N)

I

I

1995 mm / Aluminum Max
145°

1430 x 330 Max.

: 350

1185

1400

5,200

1450

: Available

11 1/4" UNC
1602

1160 /430/850
1484




_

Rated Voltage (V)
Power Input (W)

Core Cutting Capacity (mm) : 350
Mechanical Safety Clutch

Spindle Connection
Rated Speed (rpm)
Weight (kg)

|

Rated Voltage (V)

Power Input (W)

No. load Speed n0
Rated Speed n (min™ ")
Spindle Connection
Mechanical Safety Clutch
Drilling Capacity in
Brickwork in (mm)
Weight (Kg)

:220-240
11100

: 0-1500/(0-1500/0-2800)
: 0-1100/(0-1100/0-2050)
:M16

: Yes

1 90/162

1 220-240
: 3000

: Available

11 1/4’UNC

: 230/500/1030
124

146/4.8

Rated Voltage (V)
Power Input (W)
Disc Diameter (mm)

1230
: 590
1 225

Spindle Connection (mm) : M14

Rated Speed (rpm)
Weight (kg)

: 1050-1600
1 4.9

Rated Voltage (V)
Power Input(W)
Disc Diameter (mm) .
Base Plate (mm) .
Spindle Connection
Rated Speed (rpm)
No-load Speed (rpm)
Weight (Kg)

Rated Voltage (V) 1230
Power Input (W) 11,300
Max. Disc diameter (mm)  :120
Max. Tool Width (mm) 1100
Degree of Protection 1P 20

Spindle Connection(mm) 19

Rated Speed (rpm)
Weight (kg)

1230
: 500 W

: Push fit fitting/Velcro

370

0-60
0-110
3.8

11,300 -3,050
:2.8

Rated Voltage (V)

Power Input (W)

Disc. Max. (mm)

No-load Speed (rpm)
Weight (Kg)

Thred of work spindle

Rated Voltage (V)
Power Input (W)

Disc. Max. (mm)
Thread Of Work Spindle
No-load Speed (rpm)
Weight (Kg)

Rated Voltage (V)

Power Input (W)

Grinding Disc Diameter (mm)
Thread Of Work Spindle
No-load Speed (min - 1)
Weight (Kg)

I

1220 - 240
750
100
12,000
21

‘M 10

: 220-240

1341 *Also Avlable in 110 V

1220 - 240
11,400

‘M 14
19,500
:3.2

Rated Voltage
Power Input (W)
Disc. Max.(mm)
Thread Of Work Spindle :
No-load Speed (rpm)
Weight (kg)

I

Rated Voltage (V)
Power Input (W)

Max. Cup wheel @ (mm)
Wheel Mounting & (mm)
No-load Speed (rpm)
Weight (kg)

Rated Voltage (V)
Power Input (W)

Max. Slot Depth (mm)
Max. Slot Width (mm)
Disc Diameter (mm)
Spindle Connection (mm) :
Rated Speed (rpm)
No-load Speed (rpm)
Weight (kg)

1 220-240
12300
180

: 8500
:5.0

M 14

1220 - 240
11700
1125




Rated Voltage (V) 1230
Power Input (W) : 2850
Max. Disc Diameter (mm) : 400
Max. Cutting Depth (mm) : 152
Spindle Connection (mm) : 25 4
Rated Speed (rpm) 11950
Weight (kg) :13.4

Rated Voltage (V) 1220 -
Power Input (W) 11,250

Max Disc Diameter (mm) : 110
Max Cutting Depth(mm) : 33.5

No-load Speed (rpm) 112,500

Weight (kg) 128

Rated Voltage (V) 1220 - 240
Power Input (W) 1,250
Max Disc Diameter (mm) 1125

Max Cutting Depth (mm) :39.5
Bavel Cutting Angle (Degaree) : 0-45

No-load Speed (rpm) 112,500

Weight (Kg) 2.9

Rated Voltage (V) 1220 - 240
Power Input (W) 12,300
Wheel Diameter (mm) : 355

Bore Diameter (mm) 1254
No-load Speed (rpm) :4,000
Weight (Kg) :16.8

Rated Voltage (V)
Power Input (W)
Wheel Diameter (mm)
Bore Diameter (mm)
No-load Speed (rpm)
Weight (kg)

240

1220 - 240
12,300

1 355
1254
14,000
118

Rated Voltage (V)

Power Input (W)

Motor

Cutting Capacity

Working Capacity - Bar Diameter (mm)
Working Capacity - Pipe Diameter (mm)
Working Capacity - Shape Steel
No-load Speed (rpm)

Weight (kg)

1440
13,675
:5hp

: 85

1130
1130 x 130
: 3,400

1 87

Rated Voltage (V) 1230

Power Input (W) : 1500

Max. Bevel Height (mm) 0to6

Min. Dia For Inside Bevel (mm) : 20 : ‘@
Chamfer Angle (Degree) 140 l
No-load Speed (rpm) :0-6,000

Weight (Kg) 46

Rated Voltage (V) 1 220-240

Power Input (W) : 650

Mixing Capacity (kg) 20 .
Spindle Connectiion :1/2” 20 GANG Male i
No load speed (RPM) : 800

Max. bucket diameter(mm) ~ :100 =

Weight (Kg) 2241 ﬂiﬁ

Rated Voltage (V)

Power Input (W)

Max. Basket Diameter (mm)
Spindle Connection

Rated Speed (rpm)

Weight (Kg)

Rated Voltage (V)

Power Input (W)

Total Diameter Stirrer (rpm)
Spindle Connectiion

Rated Speed (rpm)

Weight (Kg)

: 220-240
1,100
1140
‘M14i
:0-580/(0-230/0-410)
- 4/(4.5)

: 230
1,800 W
: 230

: Special
:200-530
71




Ve

Working pressure
Suggested Air Pump
Air Inlet

Weight

Rated Voltage (V)
Power Input (W)
Spindle Connection
Rated Speed (rpm)
No-load Speed (rpm)
Weight (Kg)

Rated Voltage (V)
Power Input (W)
Spindle Connection
Rated Speed (rpm)
No-load Speed (rpm)
Weight (Kg)

Rated Voltage (V)

Power Input (W)

Twist Drilling Capacity (mm)
Core Cutting Capacity(mm)
Weight (kg)

Spindle Connection

Power input (W)

Rated voltage(V)

Rated speed(rpm)

Max. drilling-@ steel (mm)
Reversible

Spindle connection

Collar diameter (mm)
Weight (Kg)

EIBENSTOCK

POSITRON

. 6 Bar

:3H.P. ,'.‘ ' .
: 3/8” S 2, -
:3Kg . |

AR

1 220-240
21700
1032
:55To 65
6.1

- Mk3

Power voltage (V)

Rated input (W)

Rated speed ( rpm)

No-load speed( rpm)

Spindle connection

Collar diameter (mm)

Max. drilling-@ wood/alu/steel
Reversible

Weight (kg)

Rated voltage (V)
Power input (W)
Rated speed(rpm)

: 230

1,500 Spindle connection

. Collar di t

M 20 female ol et
50 wood/alu/steel

‘115 Reversible

965 Weight(kg)

Rated Voltage (V)
Power Input (W)

230 Magnetic Adhesion (N)
1500 Collar Diameter(mm)

- h Weight (kg)

: M 20 female

;50

115

:26.5

Weight

11200

:230
:1100-250/180-450
:20

yes

‘MT 2

Rated Voltage (V)
Power Input (W)

Air Volume (m3/min)
No-load Speed (rpm)
Net Weight (Kg)

1230
11700
1 110/175/245/385
1 215/330/460/680
:MT3

£ 100/60/32
:No
16.9

1230
11,800
: 60-140/

:MT 3
165
1 100/60/32

Collar diameter 65 mm

: 230
600
4.0
1600
1.6

200-470

1yes
1 6.4

:65 mm
:33 kg




NSTOCK
POSITRON

Rated Voltage (V) 1230

Power Input (W) 11,200

Tank Material : Stainless Steel
Vacuum (kpa) 17

Container Capacity (L) - 30

avy Duty
Rated Voltage (V) 1230
Power Input (W) 21,400
Tank Material Stainless Steel ‘ Specifcation:
Vacuum (kpa) 7 10 mm Chuck 3/8-24UNF Steel Nut

Container Capacity (L)  :38

10 mm Chuck 1/2-2UNF Steel Nut
13 mm Chuck 1/2-20UNF Steel Nut

Rated Voltage (V) 230 Dimension :01"t0 8"
Power Input (W) : 1,400 Length : 450mm
Tank Material - Stainless Steel Spindle Connection : 1 1/1" UNC
Vacuum (kpa) 17

Container Capacity (L) :50

Spindle connection  : M14 & M10
Length range : 587MM- 600MM

15 I

Bucket diameter range: @70MM TO @160W/~4, Q J
(42

3 > P

S
————t

Shank Type : Weldon
Dimension Range  : 12mm to 100mm
Length : 35mm, 50mm, 75mm & 100mm

Starter Kit Finishing Wheel
Sanding Flap Wheel

Polishing Fleece Wheel
Flap-Fleece Combi Wheel

Shank Type : Weldon Not

. ) | ote:
Dimension Range  : 12mm to 100mm 1) Required minimum plate thickness 25 mm, Surface roughness less
Length - 35mm, 50mm, 75mm & 100mm than Ra 1.25 (um) for Magnetic core drill machine use

2) Core Bit is not a part of standard accessory

&




Manufactured Marketed & Serwced By

EIBENSTOGK
P osli TRON

v 3 =
b5 x.’

y ;:E.b'*nstock Posrtro“ Eléktrawerk Pvt Ltd

e Reglster Offlce & Plant gt g

Kolhapur: Plot no.144, 1/2/3, Km‘P Industrial Estate R o

~ Tardal Tal: Hatkanap‘g[e Dist: Kolhapur 416122
Maharashtra (INFbIA)« : . ‘

Sa ipden] 7628919491(/7028919492

w-‘_.

; Central CorporateOfﬁce b ooy

e ‘Suyash Shroff, Office No. 19, 3rd Floor, e

e it |

-. Sr. No: 74+75/2/1 Baner Road Ban-er-, _
~ Pune - 411045. Mah ”ashtra (IND,IA)

_,.__,-.,_‘-,:.'E-mall sales@ep\: dia.in
. Website : www.ep-india.in

Authorised Dealer
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